




Silent Lijst
Door de silent lijst komen de hamers niet meer tegen de snaren aan.
Hierdoor is het akoestische geluid van de piano dus tijdelijk uitgerschakeld.

Sensor Strip
Onder de toetsen worden optische sensoren gemonteerd.
De sensoren worden gesychroniseerd door de sensor strip op de klaviertafel.
Dit resulteert in een perfecte aanslaggevoeligheid. 

Schakelaar

Schakelaar

Sensor Strip

Module

Hoofdtelefoon

Pedalen

De schakelaar tussen akoestisch en digitaal. 

Pedal Sensors
De functie van de pedalen blijven ook bij het inschakelen van het silent syteem normaal werken.

Module
Fraai uitgevoerde compacte control unit. Vanaf deze module kunt u alle funties bedienen. 
De compacte module heeft een uitschuifbaar display.

Hoofdtelefoon
Inschuifbare hoofdtelefoon haak. 

 

Natuurgetrouwe geluiden en perfecte aanslaggevoelig
Genio Silent Systeem



Het silent systeem kan ook op vleugels gemonteerd worden. 
De montage van de aan-uit rail is wat complexer dan bij de normale piano. 
Bij het inschakelen  van het silentsysteem wordt de rail die de hamers op 
moet vangen voordat ze de snaar raken automatisch geactiveerd.

GENIO PREMIUM
Dit silent syteem is wat minder uitgebreid dan het Genio premiumsyteem.
Het essence silentsyteeem is voorzien van 128 geluiden is te kleuren met chorus 8 geluiden, metronoom, 
transponeren is mogelijk, het geluid is te kleuren met chorus en reverb. Net als op het genio premium systeem 
is de essence voorzien van 2 hoofdtelefoonaansluitingen waardoor ‘ silent quatres mains spelen’  mogelijk wordt.

GENIO ESSENCE

For Grand Piano : Available for all models 
Above specifications are subject to change without notice. Made in Korea

GENIO PREMIUM    GENIO ESSENCE

17 Pre-Set + 16 User-Set, 128 Sounds

80 Songs
216 Songs

4 Tracks, Approx. 40,000 Notes
128 x 64 LCD Display

Connecting to USB Memory

Start/Stop/Current Measure Set (Repeat)
Tempo Control, A/B Repeat

Right, Left, Acompaniment On/Off

512 MB
256 Poly

±24 Semitone
4 / 000 ~ 127
4 / 000 ~ 127

440 Hz
438 ~ 446Hz(1Hz)

25~250

 1/8" x 2 Jacks
Input / Out / Thru (Extra MIDI I/O Module, Option)

Input : AC 100 ~ 240V, Output : DC 12V, 1~3A

UPRIGHT(Universal Mute Rail by Manual Lever) / GRAND(Universal Mute Rail by Auto Lever)
New Black Key Sensors (Reflector Type Photo Sensor System - TOUCHLESS)

127 Level
5 Curves

Individual Adjustment Range from 000 to 255
Sustain, Soft (Grand : + Sostenuto)

10 Pre-Set + 128 Sounds

N/A
N/A
N/A

N/A
2 LED Buttons

Out(Stereo, by Headphones Jack)

171 x 19 x 76 mm (W x H x D)

N/A

21 Type
0 ~ 9

In/Out (Stereo)

 121 x 18 x 67 mm (W x H x D)

Connecting to Computer

N/A

N/A

N/A

ITEM

Silent Mechanism 
Sensor Keyboard 
Velocity
Touch Response
Sensitivity of each Keys
Sensor Pedal
Sounds
Sound Memory
Polyphony
Transpose

Effect

Pitch

Metro-
nome

Demonstration Song
Education Song
Record and Playback 
Display  
Headphone Jack  
MIDI OPTION  
Audio  
Power Supply  
Dimension of Control Unit

Education Mode 
 
USB MIDI  
USB Host  
Remark

Reverb Type/Depth 
Chorus Type/Depth 
Default 
Variation Range 
Tempo  
Beat  
Volume

Specificaties


